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Pick-MAX® Auto is an A-Frame type picking system 
that automatically picks orders at rates of up to 1,200 
orders per hour.  This technology adds yet another 
order fulfillment technology to IPTI’s extensive suite 
of order fulfillment solutions.  Pick-MAX® Auto is the 
lowest cost A-Frame solution available on the mar-
ket, but delivers the quality and reliability IPTI cus-
tomers have come to expect.

Pick-MAX® Auto is ideally suited for high volume 
picking applications.  The machine consists of multi-
ple “dispensers” that hold vertical stacks of product.  
Items are dispensed by the patent pending actuating 
mechanism by removing the bottom item from the 
vertical stack individually based on order require-
ments.  Each dispenser is adjustable for a vast array 
of product sizes.  For higher volume items, multiple 

dispensers are assigned to each item, while slower moving items are assigned single dispensers.  
Each tote incorporates and RFID tag that stores the requirements for every item in the tote, eliminating 
the need for complicated centralized controls.  Intelligent dispensers actuate based on the order 
information contained on the totes that are conveyed through the machine. The result is higher 
accuracy orders at a lower cost.  This decentralized control technology, makes even small systems with 
as few as 50 dispensers economically viable.

The vertical stack design allows the dispensers to be replenished while the machine operates.  Each 
dispenser is supplied with low level and out of stock sensors as well as with a replenishment indicator 
light directing replenishment associates to dispensers most in need of replenishment.

Key Specifications
  •  Product sizes from 1.5” W x 1” L x .25" H to 12” W x 12” L x 3" H
  •  Up to 1,200 orders per hour depending on order profile
  •  Order accuracy nearly 100%
  •  Each pick is confirmed via integrated sensors
  •  Integrated low stock and out of stock sensors with indicator beacon
  •  Greatly reduced labor requirement over other picking methods
  •  Modular design satisfies any size system and can be expanded easily
  •  Simple actuator provides durability and low cost
  •  Plug-n-Play dispensers can be easily replaced
  •  Adjustable dispense speed allows soft handling of delicate items
  •  Stack heights to 5 feet depending on product configuration
  •  RFID eliminates complicated centralized controls
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The Kit-MAX® system utilizes IPTI’s industry leading Pick-MAX®2 and Pick-MAX® Micro light directed
picking hardware to provide improved quality and speed for manufacturing and kitting operations.

The Kit-MAX® system software is a stand-alone system suitable for
individual workstations ranging in size from 10 to 1000 bins.  The touch
screen graphical user interface allows operators to efficiently and
accurately retrieve items required, showing both a picture of the item to

be retrieved as well as assembly
instructions or diagrams.  IPTI’s
Sense-Me® technology validates
that the operator retrieved the
proper components, an industry
exclusive.

The Kit-MAX® system is cost
effective and can be easily configured by IPTI or by the buyer
for a multitude of applications, using a simple spreadsheet type
interface.

The Kit-MAX® hardware is covered by the industry’s only Lifetime Warranty.

Contact IPTI for details on how the Kit-MAX® sysyem can help your operation.

Uses
•  Kitting
•  Manufacturing Assembly
•  Kanban Assembly
•  Parts Rooms
•  Workstations
•  Sorting
•  JIT Manufacturing
•  Inventory Control

Advantages
•  Error Reduction
•  Reduces Training Time
•  Reduces Defects
•  Rework Minimized
•  Better Quality Control
•  Productivity Reporting
•  Quality Maximized
•  Immediate Process Updates

Sense-ME® Hand Sensor

Proudly Manufactured
 in the U.S.A.



24VDC Motor Driven Roller Controller with
Magic-Touch
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Pick-MAX® MDR Features & Benefits

•  Directly Drives (2) 24VDC Brushless Motor Driven Rollers
•  Supports (2) Photoeyes
•  Digital Board Identification
•  Available in Basic and Advanced Versions
•  Advanced Version Includes These Additional Features:
   - 4 Digital I/O for interface to Motor Starters, Pneumatic Components, Photoeyes, Proximity Sensors, etc.
   - RS232 port for Bar Code Scanner, RFID interface, Weigh Scale, Label Printers, etc.
   - (2) Additional Photoeye Inputs for Transfers
   - Electronically Addressable
•  LCD Display/Keyboard for Programming
•  Electronic and Software Motor Protection
•  Divert, Transfer, Accumulation, Singulation, and Sortation Logic Built-in
•  Patent Pending Magic-Touch Technology, maximizes accumulation density of varying product sizes
•  Lifetime Warranty... Only Supplier in the Industry to Offer Such a Warranty

Pick-MAX® MDR is a new concept in motor driven roller
conveyor control.  The benefits of MDR conveyors are
many, including lower power requirements, less mainte-
nance, and much lower sound levels.  While most MDR
controllers on the market simply control speed and ac-
cumulation, the Pick-MAX® MDR controller eliminates
the need for PLC controls entirely.  Higher level control
functions such as diverts, transfers, machine interface,
etc. are handled directly on the Pick-MAX® MDR con-
troller.  This eliminates the need for control panels,
costly field wiring from control components to control
panels, and complicated PLC ladder logic programs.

Programming the system can be accomplished via a simple drag and drop interface, with parameters
relating to speed, velocity profiles, delays, sort logic, etc. applied from a single Windows PC interface.
For simpler systems, the Pick-MAX® MDR is available with a plug in LCD programming display.  This
allows system configuration to be configured locally at the control card.  Dual communication chan-
nels are provided on each Pick-MAX® MDR card, which allows cards to communicate with their
neighboring cards directly and to any card in the system via a CAN communications line.

Pick-MAX® MDR is the only MDR control card available with Magic-Touch zone-less accumulation
technology.  This technology allows varying sized items on the conveyor to be accumulated back to
back, eliminating the gaps required with conventional MDR zone technology.  Patent Pending Magic-
Touch allows you to utilize all your conveyor for accumulation, providing higher density accumulation.
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